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NOTE: Being a textile product, this range has a tolerance of 2% asymmetry, known as skew and bow effect. Maximum fraying tolerance of 5 inner-yarns/ml  
guaranteed. It has all the textile properties and these may suffer variations or changes with time that may affect and alter the colour.

1  Woven Vinyl:  
- 96% PVC,  
- 1,5% polyester 
- 2,5% Glassfiber

2  PVC Rigid with 
glassfiber reinforce

 * Suitable for underfloor heating system    ** Suitable for soft polyamide wheels (type W)  

TECHNICAL DATA SHEET

OPTIONAL
Ez Care coating

Characteristics  Test Woven Rolls (Original Range)

Classification  EN 685 23/33

Dimensions EN 427 2 x 10 m

Thickness EN 430 from 2,31 to 2,80 mm (depending on the pattern)

Weight EN 430 from 2,95 to 3,37 kg/m2 (depending on the pattern)

Fire resistance EN 13501-1 Class  BFLs1 (B1)

Thermal resistance EN 12664 0,0639 m2 K/W*

Thermal conductivity  En 12667 (2011) 0,0416 W/m.k

Formaldehyde emission  EN 717-1 E1

UV Resistance  ISO 105 - B02 > Grade  6

Fungus test  ASTM G21 No Growth after 28 days   

Skew and Bow  EN 427 Max 2%

Slip/Slide resistance  
EN 13893 <0,3

DIN 51130 R10

Residual Indentation  EN 433:1994 0.08mm

Dimensional Stability  EN 434:1994  0.05% (X + Y direction)

Curling  EN 434:1994 1.5mm

Antistatic Performance   EN 1815 < 2 kV

Acoustics Performance  EN ISO 717-2 Lw=14dB Cl=-9dB

Castor chair suitability**  EN 985 Continuous use  
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1. BATCH LOT:
Because of the textile weaving process, the batch control must be 
con sidered, since it is possible to find some difference in tonality 
from one batch to another.

Floover controls these variations and identifies each tonal-
ity in the labels. When installing the material, finish one pro-
duction lot first before starting the next one. Do not mix rolls 
from different batches

Special designs can be considered, please ask your salesman 
or customer service for specific offers. The minimum quantity 
for special designs is 1000 m² and the price will be adjusted 
too.

2. ROLL WIDTH:
The width of the roll is minimum 2000 mm, with possible + 
50 mm. Special sizes / slight variations of the size will be dis-
cussed upon order

A special width can be considered, please ask your salesman 
or customer service for specific offers.

Also pallet system will be affected.

3. ROLL LENGTH:
The length of the roll is min. 10 m, some extra length can be 
considered in some cases.

Special lengths can be considered, please ask your salesman 
or customer service for specific offers.

Also pallet system will be affected.

4. SKEW AND BOW:
Due to the textile manufacturing process, there could ap pear 
certain deviations that would affect the final result of the roll.

Deviations lower than 2 % must be accepted, it means that 
for every lineal meter the threat must not be deviated more 
than 20 mm.

5. FLAWS:
Flaws must be accepted in the maximum quantity of 1 per 
roll, and always considering really minor and just visual ef-
fect. Flaws will be marked with a red strip on the sides and 
also indicated in the Flaw label (width the position in ml af-
fected from the inner core).

When a Flaw is detected, in that roll will be added 0,5 ml as 
a compensation.

6. TONE DIFFERENCES ON THE ROLL:
Small differences in tonality may occur within the same roll, 
this effect is due to the production system, not to the color of 
the thread or to the tone or batch of the coil; When we manu-
facture the fabric we do it in a coil 2 meters wide by 250 me-
ters long (500m2), the thread tension may vary depending on 
the tension of the threads and the mechanical winding, that 
is, small tension differences may appear in the fabric that can 
create an optical effect of change of tonality in some areas of 
the coil along or across the width and is only visualized from 
one side of the roll because it is a visual effect of reflection of 
light, from the other side you will not  see the difference. This 
effect is normal and common in any woven product. It is not 
correct when this effect is seen from all sides of the roll, in this 
case, the installer must cut the affected piece, discard it and 
join with another coil.

7. DIRECTION OF THE ROLL:
For a consistency in the design, it is important to maintain the 
same arrow direction on every roll. This arrow is printed on 
the back of each roll.

TECHNICAL PROPERTIES

Flaws According to Levi’s Four Point System Criteria


